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TECHNICAL DATA SHEET

ECO CONCEPTS, INC. (ECO) endeavors to ensure that any advice, recommendation or information given in product literature is accurate and correct. However, ECO has no control over the circumstances 
in which product is used and it is therefore important that the end user is satisfied, by prior testing, that the product and conditions of use are suitable for the specific application. Accordingly no responsibility 
can be accepted, or any warranty given by ECO, our representatives, agents or distributors, other than that the product as supplied will meet our written specification. Products are sold subject to ECO 
standard conditions of sale and each purchaser and end-user should at all times ensure that they have consulted the latest product instructions and safety information.
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Product Description:
The Drain & Septic Tank Treatment is a highly 
effective, natural wastewater treatment that 
prevents and reduces the build-up of fat, oil and 
grease in grease traps, drain lines and septic 
systems by augmentation of natural bacteria.

Product Applications:
Wastewater treatment systems rely on microbial 
activity to breakdown wastes such as fats, oils 
and greases (FOG) into simple salts, water 
and carbon dioxide. The principal problem with 
these systems is that they become overloaded 
by human activities and the micro-organisms 
present cannot degrade these materials quickly 
enough. Large amounts of FOG,  poured down 
a sink or drain, solidify and accumulate causing 
blockages and conditions that lead to the 
production of noxious odors. The DSTT optimizes 
the natural conditions found within wastewater 
systems such as grease traps, drain lines and 
septic tanks, allowing rapid biodegradation of 
FOG. This, in turn, reduces blockages and keeps 
noxious odors to a minimum.

Typical Physical Characteristics:
The Drain & Septic Tank Treatment’s effectiveness 
stems from a patent pending ‘Proprietary blend of 
North Atlantic Ocean Kelp extracts’ and naturally 
derived amphoteric surfactants.
Appearance: Clear to Opaque Brown Liquid

Odor: Pine
pH (as concentrate): Typically 10.5
Specific Gravity: Typically 1.01

Application Rates and Methods:
Dose manually or through an automatic 
dispensing system as follow: Grease traps: 
First 4 week dose: 8 oz. per 25 gallon trap 
capacity. Thereafter, reduce to 2 - 3 oz. per 
25 gallon trap capacity and dose weekly. 
Drains: Pour 8 oz. into sink drain nightly 
until build-up is reduced. Thereafter, use 
4 oz. weekly. Septic Tanks: Add 8 oz. per 250 
gallons of tank capacity on a weekly basis.

Storage and Handling:
Shelf Life: Minimum 24 months in original 
container. Protect against freezing. Where 
product has been stored in excessively cold 
temperatures, allow to thaw at room temperature 
and mix prior to use. Handle in accordance with 
good industrial practices. No special precautions 
required.

Health and Safety:
The GREEN CONCEPTS Drain & Septic Tank 
Treatment will generally not cause any health 
and safety issues, when used in accordance 
with the recommended instructions. More 
detailed information can be obtained from the 
appropriate Material Safety Data Sheet.

Drain & Septic Tank Treatment
Product Code Number:  871138000084-00012
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Attributes:

•  readily biodegradable 

• zero voc content 

•  phosphate free 

•  low aquatic toxicity 

•  no abrasives 

•  no harsh solvents

• no caustic alkalis 

•  no aggressive biocides

• no hazardous chemicals 

•  no ozone depleting substances 

•  no harmful chemical runoff 

•  non toxic 

• non combustible 
•  non flammable 
•  safe in septic systems 
•  damage free cleaning 
•  worry free use


